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Fixture Type:

Job Information:

SPECIFICATIONS:

MD22 SERIES 
Decorative Fluorescent  

Wall Luminaire
Designer Coordinate Components 

•	 Housings: Die formed from code grade cold rolled steel. 
An internal ballast cover/reflector is easily removed for 
wiring access. Back knockouts are provided for mounting 
and electrical feeds. All steel parts are finished with a high 
quality white enamel paint providing an 87% reflectivity.  

•	 Ballasts T8: Electronic instant start, normal light output, 
high power factor, THD less that 10% most ballast/lamp 
combinations. Multi-volt operates a range from 120V-277V, 
50HZ-60HZ. Optional T8 performances: rapid start circuit, 
high light output, low-watt. Lutron or Advance dimming 
ballasts as specified. 

•	 Ballasts T5: Electronic programmed start, normal light 
output, high power factor, THD less than 10% most 
ballast/lamp combinations. Multi-volt operates a range 
from 120V-277V, 50HZ-60HZ. Lutron or Advance dimming 
ballasts as specified. 	

•	 Ballasts TT5: Electronic instant start, normal light 
output, high power factor, THD less that 10% most 
ballast/lamp combinations. Multi-volt operates a range 
from 120V-277V, 50HZ-60HZ. Optional TT5 performances: 
rapid start circuit. Lutron or Advance dimming ballasts as 
specified.

•	 Emergency battery back up: Applications such as hallways 
and stairwells require emergency lighting systems. 
Integrated pack ranges from 450-lumen output up to 1400 
lumens. Varies with lamp type.

•	 Installations: Suitable for individual surface mounting 
on walls within ADA regulations. If desired, may also be 
wall mounted vertically or ceiling mounted. No provisions 
available for surface conduit.        

•	 UL and CUL listed 1598 and bears their label. Suitable for 
dry locations or optional damp locations with UL Damp 
Label. Union made and labeled.

•	 Decorative fluorescent wall luminaire featuring designer 
coordinate components. Select and build the look and feel 
of the luminaire to blend with an interior’s design while 
making a dramatic statement. 

•	 Contemporary styling is captured with a beautifully 
sculptured diffuser encased in a pair of designer 
coordinated end caps. This assembly envelops the lighting 
element to create both form and function.   

•	Mix and match three diffuser choices with four different 
end cap styles. Each end cap style is available in one of ten 
designer finishes.

•	 Applications: Meets all ADA standards for wall mounting. 
Use for bath vanities, hotel and residential hallways, 
extended healthcare facilities, and all utility lighting 
needs.  

•	 Lamping: Linear T5, HO-T5, or T8 light sources, one or 
two-lamp cross sections. Twin-tube compact TT5 light 
sources in a one-lamp cross section. 

•	 T5 Lamps/Lengths: Linear 14W-T5 or 24W-HO-T5 2Ft.; 
21W-T5 or 39W-HO-T5 3Ft.; 28W-T5 or 54W-HO-T5 4Ft.

•	 T8 Lamps/Lengths: Linear 17W-T8 2Ft.; 25W-T8 3Ft.; 
32W-T8 4Ft.

•	 TT5 Lamps/Lengths: Twin-tube compact 18W-TT5 1Ft.; 
24W-TT5 1.25Ft.; 36W-TT5 1.5Ft,; 40W-TT5 2Ft,; 2-36W-TT5 	
tandem 3Ft,; 2-40W-TT5 tandem 4Ft.  

•	 Diffuser assemblies: The complete assembly consists of 
a diffuser choice and end cap style and finish choices. End 
caps are sonically welded onto the diffuser for a strong 
one-piece fit. Entire assembly snaps onto the housing for 
easy installation and maintenance. 

Acrylic Smooth White Diffuser Acrylic Fluted White Diffuser Acrylic Fluted Clear Diffuser
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SPECIFICATIONS SUBJECT TO CHANGE,
CONSULT FACTORY WHEN CRITICAL.

Fill in boxes below with corresponding bold options.

Fixture Type: Job Information:

ORDERING DATA:

Example: MD22-232-OCT-ASW-WB-IM-ELB-UNI

6/09-1

MD22 1
Lamp/ 
T5, T8, TT5.

2
Lamps/ 
T5 or T8.

LINEAR T5 LAMPS

14
14W-T5/2Ft./25-1/2" OL.

24
24W-HO-T5/2Ft./25-1/2" OL.

21
21W-T5/3Ft./37-1/2" OL.

39
39W-HO-T5/3Ft./37-1/2" OL.

28
28W-T5/4Ft./49-1/2" OL.

54
54W-HO-T5/4Ft./49-1/2" OL. 

LINEAR T8 LAMPS

17
17W-T8/2Ft./25-1/2" OL.

25
25W-T8/3Ft./37-1/2" OL.

32
32W-T8/4Ft./49-1/2" OL.

COMPACT TT5 LAMPS

18
18W-TT5/1Ft./13-1/2" OL.

24
24W-TT5/1.25Ft./16-1/2" OL.

36
36W-TT5/1.5Ft./19-1/2" OL.

40
40W-TT5/2Ft./25-1/2" OL.

T5
Linear T5

HO-T5
Linear HO-T5

OCT
Linear T8

BIAX
Compact TT5

BIAX/3T
Compact TT5, 
3Ft. Length, 
37-1/2" OL, 
2-36W-TT5 
Lamps In 
Tandem.

BIAX/4T
Compact TT5, 
4Ft. Length, 
49-1/2" OL, 
2-40W-TT5 
Lamps In 
Tandem. 

ASW
Acrylic Smooth 
White Diffuser.

AFW
Acrylic Fluted 
White Diffuser.

AFC
Acrylic Fluted 
Clear Diffuser.

WB
Wide/Brass 
Bands.

WC
Wide/Chrome 
Bands.

WP
Wide/Plain.

NP
Narrow/
Plain.

IM
Ivory Marble.

BM
Black Marble.

PM
Peach Marble.

WM
White Marble.

VG
Verde Green.

AL
Alabaster.

TO
Tortoise.

BG
Black Gravel.

BW
Bone White.

SW
Solid White.

ELB
T5 Electronic 
Programmed 
Start <10%THD. 
(Most Ballast/ 
Lamp Combinations.)

ELB
T8 Electronic 
Instant Start.                                   

ELBL
T8 Electronic 
Instant Start  
Low Watt.                                           

ELBH
T8 Electronic 
Instant Start High 
Light Output.                                           

ELBS
T8 Electronic  
Rapid Start.                                       

ELB
TT5 Electronic 
Instant Start.                                   

ELBS
TT5 Electronic 
Rapid Start. 

ELBD
Electronic Dimming, 
Lutron or Advance 
as Specified. 

ELB-__
Electronic As 
Specified.

UNI
Universal Voltage, 
Multi-Volt  
120V-277V,  
50HZ-60HZ.   

120V
Dedicated Voltage 
120V-60HZ.                                   

277V
Dedicated Voltage 
277V-60HZ.                                   

EMPK/ISL28
ISL-28 or Equal 
500 Lumens. One 
T5 Lamp.

EMPK/ISL54
ISL-54 or Equal 825 
Lumens. One T5 or 
HO-T5 Lamp.

EMPK/I32
I-32 or Equal  
500 Lumens.  
One 40W-TT5 Lamp, 
One 28W-T5 Lamp, 
or One T8 Lamp.

EMPK/I48
I-48 or Equal  
700 Lumens. One 
40W-TT5. One or 
Two T8 Lamps.

EMPK/I320
I-320 or Equal 
1350 Lumens. One 
40W-TT5 Lamp. 
One T5 or HO-T5 
Lamp. One or Two 
T8 Lamps.

EMPK/I232
I-232 or Equal 
1400 Lumens. Two 
T8 Lamps.

DL
UL Damp Label.

Series Number of 
Lamps Cross

Lamp Wattage/Ea./ 
 Nom. Fixture Length/

Overall Diffuser Length
Lamp Type Diffuser Style End Cap Finish VoltageBallast Type MiscEnd Cap 

Style

DIMENSIONAL DATA/CROSS SECTIONS: END CAP STYLES:

END CAP 
DESIGNER 
COLORS

SIDE VIEWS:

Solid White

Bone White

Black Gravel

White Marble

Ivory Marble

Peach Marble

Alabaster

Verde Green

Black Marble

Tortoise 13-1/2"

16-1/2"

19-1/2"

25-1/2"

37-1/2"

49-1/2"

One Lamp – TT5

4-3/4"

Two Lamps – T5 or T8

4-3/4"

4" 4"

One Lamp – T5 or T8

4-3/4"

4"

E

B
C

D

FGH

A

A Housing
B Ballast
C Socket
D Lamp by Others
E Ballast Cover
F Diffuser 
    Fluted or Smooth
G End Cap
H Diffuser Spring Clip

Wide/Chrome Bands Wide/Plain

Wide/Brass Bands Narrow/Plain
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