
Specialty Lighting

Series M601

DESCRIPTION:
• European design and engineering, bold and sleek looks,

superior performance.

• Utilizes all linear T5, T5 high output, and T8 fluorescent lamps.
Compact TT5 fluorescent on request.

• Weather and chemical resistant, corrosion free, and impervious
to vapors, dust, and moisture. UL listed for wet locations.

• Applications: Food handling and processing facilities, drug and
chemical plants, and other types of industrial and commercial
jobs. Use in shower areas, parking garages, pedestrian and
roadway tunnels, and outdoor public areas.

• M601: 1 or 2-lamp cross sections in lengths of 2ft., 4ft., and 5ft.

• M601N: 1-lamp cross section in lengths of 2ft., 4ft., and 5ft.

• Diffusers: Fabricated from clear unbreakable UV stabilized
polycarbonate material for total freedom from breakage and
vandalism. PIM style is injection molded with sharp linear prisms
and has a smooth outside surface, which resists dirt accumulation
and bacterial growth and allows for easy cleaning.

• Housings: Compression molded in one-piece of non-conductive,
non-corrosive, and self-extinguishing 5V-A fiberglass. A poured
continuous gasketing permanently bonds and fills perimeter
channel where upon latching, the diffuser and housing form a
liquid tight seal. Permanently finished in a pearl white color that
never needs painting or refinishing. 

• Latches: One-piece unbreakable polycarbonate contoured tightly
to housing. Pressure fit feature to stay closed without hardware. 

• Heavy gauge steel-wiring tray: Tethered to housing, contains the
ballast, sockets, and all wiring on an easy to handle one-piece
component. Unique metal locking devise system allows tray to
hinge open or lock closed for easy one-person wiring connections.
Tray is finished in baked white enamel with minimum reflectivity
of 87%.

• Ballasts: See Ballast Type under ordering data for complete
specs. All ballasts are  electronic. Most ballast/lamp combinations
have zero degree F low temperature starting. When critical
specify low temp. Voltages: Most T5 and HO-T5 are multi-volt
120V-277V/50HZ-60HZ. All T8 are voltage specific or optional
multi-volt.

• Emergency battery back-up: Integrated pack, vented housing,
UL damp label only.  

• Installations: A 7/8” hole in each end for surface conduit entry
and continuous feeds. Liquid tight plugs supplied. Weatherproof
hubs supplied by others. Mount individually or continuous.
Optional stainless steel hanger brackets allow easy mounting
without drilling housing. Two top-side embossments contain
drill points for job site mounting options. Proper sealing will
maintain wet location status.

• UL listed 1598 with CUL approval and bears a wet location
label. Union made and labeled.

New Euro-Designed 
Enclosed and Gasketed Fluorescent Lighting

Wet Location UL Listing
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Fixture Type:

Job Name:



Dimensional Data

3-15/16”

3-3/8”

3-15/16”

5-3/8”

26-3/16”  /  50-3/16” / 62-3/16”
Nom. 2Ft. / Nom. 4Ft. / Nom. 5Ft.
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M601N End ViewA
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A: Fiberglass Housing
B: 7/8” Hole Each End

For Conduit Entry.
Plugs Supplied

C: Latch
D: Diffuser
E: Lamp (Others)

EX: M601-254-HO-T5-ELB-UNI
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SPECIFICATIONS SUBJECT TO CHANGE,
CONSULT FACTORY WHEN CRITICAL.
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M601
5-3/8” Wide

M601N
3-3/8” Wide
1-Lamp
Only

-1
Lamp

-2
Lamps

-ELB
T5 Electronic
Programmed Start
<10%THD. (Most
Ballast/Lamp
Combinations). Up to
2-Lamps/Ballast.*
* Except: 1-Lamp 80W-
HO-T5.  

-ELB
T8 Electronic Instant
Start. Up to 2-Lamps/
Ballast.

-ELBL
T8 Electronic Instant
Start Low Watt. Up
to 2-Lamps/Ballast.

-ELBH
T8 Electronic Instant
Start High Light Output.
Up to 2-Lamps/Ballast.

-ELBS
T8 Electronic Rapid
Start <10%THD.
(Most Ballast/Lamp
Combinations.Up to
2-Lamps/Ballast.

-ELB-__
T8 Electronic As
Specified

-UNI
T5 Universal
Voltage, Multi-
Volt 120V-277V,
50HZ-60HZ.

-UNI
T8 Universal
Voltage, Multi-
Volt 120V-277V,
50HZ-60HZ,
<10%THD.
(Most
Ballast/Lamp
Combinations).

-120V
T8 120V-60HZ

-277V
T8 277V-60HZ

STANDARD T5 LAMPS

-14
14W-T5/2Ft.

-28
28W-T5/4Ft.

-35
35W-T5/5Ft.

HIGH OUTPUT T5 LAMPS

-24
24W-HO-T5/2Ft.

-54
54W-HO-T5/4Ft.

-80
80W-HO-T5/5Ft.
STANDARD T8 LAMPS

-17
17W-T8/2Ft.

-32
32W-T8/4Ft.

-40
40W-T8/5Ft.

-T5
Linear T5

-HO-T5
Linear 
High Output T5

-OCT
Linear T8

-EMPK/ISL28
ISL-28 or Equal 500
Lumens, One T5 Lamp.

-EMPK/ISL54
ISL-54 or Equal 825
Lumens, One T5 or
HO-T5 Lamp.

-EMPK/ISL540
ISL-540 or Equal
1300 Lumens, One
T5 or HO-T5 Lamp.

-EMPK/I32
I-32 or Equal 550
Lumens, One T8 Lamp.

-EMPK/I48
I-48 or Equal 700
Lumens, One or Two
T8 Lamps.

-EMPK/I80
I-80 or Equal 1300
Lumens, One T5 or
HO-T5 Lamp, One or
Two T8 Lamps.

-HB
Stainless Steel
Hanger Bracket Set.

-PIM
Injection Molded
Polycarbonate,
Sharp Linear
Prisms. 

Shown with optional -HB/Hanger Bracket and Plug Installed

Number. of 
Lamps Cross

Series Lamp Wattage/Ea./
Fixture Length

Lamp Type Diffuser 
Style

Ballast Type Voltage Misc
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