
DESCRIPTION:
• Linear T8 fluorescent wall luminaire designed for general-purpose

utility lighting demands. Features a solid metal top, which controls the
illumination into the horizontal and below zone. A contemporary
designed smooth white diffuser surrounds the light source with a soft
attractive appearance while providing smooth glare free illumination.
White enamel finish provides a sense of cleanliness. 

• Applications: Hallways, stairwells, bathroom vanity lighting.
Workstations in offices, hospitals, or dormitories. 

• One or two-lamp cross sections, T8 linear fluorescent. 

• Length/Lamps: 2FT/17W-T8; 3FT/25W-T8; 4FT/32W-T8. 

• Housings: Die formed from code grade cold rolled steel with
galvanized steel ends riveted into place. An internal ballast
cover/reflector is easily removed for wiring access. One-piece end caps
secure the diffuser while closing off the entire fixture. Back knockout
cluster for direct attachment to a recessed junction box. Finished with
a high quality white enamel paint offering an 87% reflectivity. Optional
finishes on request. 

• Diffusers: A one-piece smooth white diffuser is extruded from 100%
virgin acrylic material for high performance, durability, and long
lasting service. Permits maximum light transmission while offering
total lamp obscurity.   

Wall Lighting

SeriesMP16
Linear T8 Fluorescent Utility Wall Lighting

• Ballasts: Electronic instant start, normal light output, high power
factor, THD less that 20%. Optional T8 performances: rapid start
circuit, high light output, low-watt, THD less than 10%. Lutron or
Advance dimming ballasts as specified. Dedicated voltages; 120V-
60HZ or 277V-60HZ. Optional multi-volt operates a range from 120V-
277V, 50HZ-60HZ, and is less than 10% THD.

• Switching & Electrical Options: All options 120V only. Pull chain
switch, rotary switch and grounded 3-wire outlet. 

• Emergency Battery Back Up: Integrated pack ranges from 550-lumen
output up to 1400 lumens. 

• Installations: Suitable for horizontal mounting on walls or under
shelving and cabinets. May be mounted continuously with available
joiner band.       

• UL listed 1598 with CUL approval and bears their label. Suitable for
dry locations or optional damp locations with UL Damp Label. Union
made and labeled.
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